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THESSCO built-in wardrobes and accessories are 
manufactured by School Supply Company and in¬ 
stalled by the manufacturer or his authorized agents 
thus insuring the user of quality products properly 
installed for maximum performance and satisfaction. 
School Supply Company fully guarantees all of its 
materials and workmanship against any defects for 
a period of one year. 

Advantages 

• Maximum usable classroom space —can be ob¬ 
tained only from use of built-in wardrobes. Chalk¬ 
boards and tackboards can be mounted on face 
of doors. 

• Ventilation of clothing —Wardrobes are venti¬ 
lated by means of a continuous flow of warm class¬ 
room air introduced from space below wardrobe 
doors. Air then rises by means of gravity displace¬ 
ment and passes through ceiling grilles into 
plenum above wardrobes and is carried off by 
means of roof ventilators. 

• Easily cleaned and maintained —no bulky floor 
mountings or unaccessible corners. 

• Each door mounted and operated on its own set 
of hardware —offers individual door adjustment 
and alignment. 

• Lifetime hardware —Simple rugged design and 
construction offers a lifetime of trouble-free opera¬ 
tion. 

• Factory installed —All THESSCO wardrobes in¬ 
stalled by competent factory representatives. 

• Teacher supervision —Being located in classrooms, 
wardrobes are under direct control of the teacher. 

Quality Control 

Over 25 years experience in the field of classroom 
wardrobes has gone into the design and manufacture 
of THESSCO wardrobes resulting in a product of 
maximum quality of workmanship and materials. All 
wardrobes and accessories are thoroughly tested and 
inspected. 

Doors 

All doors are top quality flush type, manufactured 
by nationally known door manufacturers furnished 
by THESSCO. Doors are furnished in either hollow 
or solid core construction, 1%" or 134 " thick¬ 
nesses, and in any standard facing veneer species or 
thickness. 

Hardware 

All exposed operating hardware is of solid cast 
Amalloy* or bronze, satin finished. Platings and 
other finishes may be so specified. All concealed hard¬ 
ware is of Amalloy casting. Operating hardware is 
adjustable both horizontally and vertically for perfect 
door alignment. Weight of door is carried on a single 
ball bearing floor pivot support. Special built-in 
mechanism holds door in either "open” or 'closed” 
position. 

Interior Equipment 

Each wardrobe is equipped with two wood shelves 
and hook strips, supported on cast amalloy shelf 
brackets. Hook strips contain double-pronged alumi¬ 
num coat and hat brackets. It is recommended that 
ceiling of wardrobes contain two or three 12" x 12" 
vent grilles for proper ventilation. See page 4 for 
optional equipment. 

• Amalloy is an aluminum alloy consisting of alu¬ 
minum, magnesium and titanium, having a tensile 
strength of 38,000 p.s.i. and possessing high resist¬ 
ance to corrosion and high maintenance of luster 
without protective coatings. 
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RECEDER WARDROBES Type R22 

Individually operated, doors are mounted on top and bottom pivots with 
guide arms so as to recess doors into the wardrobe when open for minimum 
obstruction. Pivots designed so that no offset arms or pivot supports extend 
into wardrobe floor space when door is open. No guide tracks, slides or 
rollers are used. Head pivots for both top arm and guide arm are incorpo¬ 
rated in a single casting attached to head member. Top pivot arm bearing 
and second guide arm pivot are also incorporated in a single casting attached 
to top door rail. Top and bottom arms connected with y$" steel rod extend¬ 
ing from top to bottom of door. Each door is mounted on its own set of 
hardware and is individually operated. Any number of doors can be used. 
Any size doors up to 3'-0" in width. 
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CENTER PIVOT WARDROBES Type CPI 1 

Simultaneously operated, doors are mounted on individual sets of hardware 
and open and close in unison with master door. Each door is pivot mounted 
with top pivot and bushings set in factory drilled steel channel extending 
across entire head of wardrobe. Doors can easily be operated by the smallest 1 
child. Any number of doors can be used. Recommended individual door 
width is 2'6". 





































WARDROBES 
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Details 


Specifications 
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General —All built-in classroom 
(wardrobe units/teacher’s closets/ 
storage closets) as shown on the 
Drawings shall be those manufac¬ 
tured by School Supply Company, 
4215 Michigan Ave., Kansas City 
30, Missouri. Wardrobe units shall 

be THESSCO Type _ , complete 

with frames, doors, hardware and 
accessories. Units shall be installed 
by the wardrobe manufacturer or 
his authorized agent. All units 
shall be guaranteed against defec¬ 
tive materials and workmanship 
for a period of one year from the 
time of installation. 


Doors —Wardrobe doors shall be 
flush panel type, (hollow/solid) 
core construction, (1 Ys "/1 % ") 

thick and-wide. Face veneers 

shall be of_wood with 

a total veneer thickness of_ 

inches. 


Frames —Frames, consisting of head 
and jamb members, shall be con¬ 
structed of same wood species as 
heretofore specified for wardrobe 
door face veneers. 


Details 



Hardware —All wardrobe units 
shall be equipped with hardware 
as required. Exposed hardware 
shall be solid (Amalloy/cast 
bronze), satin finished. Concealed 
hardware shall be of cast Amalloy. 
Each door shall be mounted on 
its own set of hardware for proper 
alignment and adjustment. All 
hardware shall be installed for 
proper operation. 


Interior Equipment —All wardrobe 
units shall be equipped with two 
wood shelves and hook strips, sup¬ 
ported on cast Amalloy shelf 
brackets attached to rear wall of 
wardrobe. Hook strips shall con¬ 
tain an adequate number of two¬ 
pronged coat and hat brackets. All 
wood members shall be of either 
Fir or Pine. (For additional avail¬ 
able equipment see page 4) 

Work Performed by Others —All 
recesses for wardrobes, including 
back and end walls, floors and 
ceilings, rough bucks and lintels, 
finish trim and painting shall be 
provided for and performed by 
others in accordance with detailed 
drawings and instructions supplied 
by the wardrobe manufacturer. 
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TEACHER’S CLOSET AND STORAGE 

Can be used with either type of wardrobe. Wood divider pro¬ 
vided between wardrobe and closet. Butt hinged doors match 
wardrobe doors and are hung with no exposed mullion so as to 
harmonize with wardrobe doors. Available for either right- or 
left-hand installation. 


Specifications 

General —same as wardrobe specifications 

Doors —same as wardrobe specifications 

Frames —same as wardrobe specifications 

Hardware —All hardware shall be finished to match wardrobe 
hardware. Each closet door shall be equipped with 1 pr. butt 
type hinges, 1 pull, and 1 master-keyed cylinder lock. 

Interior Equipment —Teacher’s Closets shall be equipped with 
5 shelves and 1 hanger rod. Storage Closets shall be equipped 
with 5 adjustable shelves. (For additional available equipment 
see p. 4) 
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OPTIONAL EQUIPMENT 

Chalkboards and Cork Tackboards 

Overshoe Racks 



Mounted on upper portion of wardrobe doors. Furnished with 
aluminum or wood mould. 

Various Shelf Arrangements 

Including shelves with hanger rod and non-removable coat 


Umbrella Racks and Drip 

Pans 

hangers can be supplied if 

so desired. 


REPRESENTATIVES 





ARKANSAS Little Rock 

Cast Metals Company 

8106 Asher Avenue 

LO 5-5217 

IOWA Des Moines 

Swanson Sales 

2737 Douglas Avenue 

CR 9-9793 

NEBRASKA Omaha 

Builders Products Company 

3928 Lake Street 

Prospect 2600 

OKLAHOMA Tulsa 

Bissell Builders Supply Company 

Box 1665 

CHerry 2-8204 


CALIFORNIA San Francisco 

Rolph Mills & Company 

325 Fifth Street 

SUtter 1-1100 

DISTRICT OF COLUMBIA 
Washington 

Steel Products, Incorporated 

5122 MacArthur Blvd. 

WO 6-7277 

KENTUCKY Louisville 2 

Central School Supply Company 
315 - 17 West Main 

JU 2-3801 

MASSACHUSETTS Boston 16 

Robert F. Crane, Incorporated 

31 St. James Avenue 

Liberty 2-1884 

NEW YORK Long Island City 1 

A. R. Nelson Company, 
Incorporated 

38 - 35 Crescent Street 

EMpire 1-0180 

NEW YORK Rennsselaer 

Kelly Associates 

31 2 Broadway 

5-2531 

PENNSYLVANIA Harrisburg 

Steel Equipment & Fence Company 

3800 Paxton 

JOrdan 4-3770 

PENNSYLVANIA Mars 

Playtime Equipment Corporation 

Box 388 

NAtional 5-4100 


GEORGIA Atlanta 3 

Gilsteel Distributing Company 

31 9 Walker Street 

MUrray 8-0038 

MICHIGAN Detroit 3 

B. F. Farnell 

435 West Seven Mile Road 
TOwnsend 8-9231 

NEW YORK Rochester 5 

Brisco Sales Company 

37 - 39 Delevan Street 

BAker 5-4085 

SOUTH CAROLINA Greenville 

Building Specialties Sales Company 

Box 3337 

CE 9-6310 


ILLINOIS Chicago 20 

Interior Steel Products Company 
646 West 79th 

TRiangle 4-1022 

MINNESOTA Minneapolis 20 

The Hutchinson Company 

Box 6590 

TUxedo 1-3455 

OHIO Cincinnati 3 

Tom Ragouzis Co. 

N207 Cincinnati Union Terminal 
MAin 1-6150 

TENNESSEE Nashville 

John W. McDougall Co. 

41 st & Indiana 

BRoadway 7-1530 


ILLINOIS Peoria 2 

Lucas Sales 

100 Blk. McArthur Blvd. 

3-8547 

MISSOURI Kansas City 

E. H. Fording Company 

6434 Baltimore 

DEImar 3-4515 

OHIO Cleveland Heights 
Greensteel Chalkboard Company 
1925 Lee Road 

ERieview 1 -1 770 

UTAH Salt Lake City 3 

Hull Equipment Company 

16 K Street 

EM 3-9128 


INDIANA Indianapolis 8 

Burns Sales Company 

P. O. Box 5023 

MEIrose 2-3321 

MISSOURI St. Louis 

Len A. Maune Company 

8500 Eager Road 

WOodland 2-8100 

OKLAHOMA Oklahoma City 18 
Bissell Builders Supply Company 
3011 Paseo 

JAckson 5-6616 

WASHINGTON Seattle 3 

Builders Specialties Company 

Greenwood Avenue at North 36th 
MEIrose 3-4000 
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